
Packaging Outer package 1

Outer package 2

GENERAL INFORMATION

Advices
Do not use for cutting steel wires and cables.
Always observe the cable Ø and maximum sections recommended.
Grease the blade drive mechanism regularly.

Application(s)
For cables maximum Ø 52 mm.
For copper cable maximum section 300 mm².
For aluminium cable maximum section 400 mm².

LOGISTIC INFORMATION

Caracteristics
Maximum cable Ø (mm) : 52
Flexible copper cutting capacity (cable
cross-section) (mm²) : Cu 300/Al 400
Length (mm) : 280
Weight (g) : 1200

Ratchet cable cutter up to 300 mm²

Blister package
Height (cm) : 4,8
Length (cm) : 35
Depth (cm) : 12,7

Net weight (kg) : 1,1
Gross weight (kg) : 1,2

Carton box
Height (cm) : 21,9
Length (cm) : 43,6
Depth (cm) : 14,5

Net weight (kg) : 6
Gross weight (kg) : 6,35.00x

Carton box
Height (cm) : 23
Length (cm) : 44,8
Depth (cm) : 30,6

Net weight (kg) : 12,2
Gross weight (kg) : 13,210.00x

TECHNICAL SHEET BIZ700202
BIZ 700 202

Bizline SAS – 13 boulevard du Fort de Vaux - 75017 Paris - France | Telephone : 0.800.311.211 - Fax : +33.1.81.93.66.79

SAS with a capital of 537 715 EUROS - 331 816 538 RCS Paris | www.bizline.com - Edition February 2024


